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Power: Immer da, wo sie gebraucht wird.

ECKOLD Hydraulikaggregate sind Antriebseinheiten, die Ihnen ihren Betriebs-
druck dort zur Verflgung stellen, wo er benétigt wird.

Die Vorteile dieser tber flexible Schlauchleitungen verbundenen Kraftquellen
sind eindeutig und machen ECKOLD-Werkzeuge fiur zahlreiche Anwendungs-
zwecke einsatzbereit. Die gerduscharmen Antriebseinheiten tragen in idealer
Weise dazu bei, die mobilen und handlichen Gerate unserer Produktpalette
auch an entfernteren Arbeitsbereichen mit der nétigen Kraft zu versorgen.

Unsere Standard-Hydraulikaggregate, die sich in der Paxis bestens bewahrt
haben, kénnen je nach Einsatzzweck um Sonderaggregate, auch in stationarer

Ausfihrung, erganzt werden.

HAT 525
Die mobile Lésung / The portable solution

Zielbranchen / Target sectors

Power: Available wherever it is needed

ECKOLD hydraulic drive units provide you with their operating pressure where it is
required.

Due to the definite advantages of these power sources which are connected by flexi-
ble hose pipes, ECKOLD tools can be used for numerous operating purposes.

The drive units of low noise contribute in an ideal way to supply the mobile and
handy tools from our product range with required power at even distant working
areas.

Depending on planned applications, hydraulic drive units in special and also station-
ary design can be added to our range of standard hydraulic drive units, which are
field-proven in the best way.

HA 510
Flexibel mit umfangreicher Modellpalette
Flexible with an extensive range of types
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Anwendungsbeispiele

Application examples

Hydraulikaggregat mit mobiler Zange zum Bérdeln. / Hydraulic drive unit with
portable pliers for flanging.

Hydraulikaggregat mit mobilem Kraftformer zum Bordeln. / Hydraulic drive unit with Hydraulikaggregat mit Falzzange / hydraulic drive
portable Kraftformer for flanging. unit with seamclosing pliers

HA510/2 HA510/2 HA510F/ZF HA510DS HA 510 DW

o b

MZ 20 - MZ 30 MKF 130/16 - MKF 140/32 MZ11-MZ15-MZ17 MZD 60/6 Stanzblgel / punching unit
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Technische Daten / Technical data

HAT 525 HA510Z HA 510 F HA 510 ZF HA 510 DS HA 510 DW

Betriebsdruck, stufenlos regel-
bar / Working pressure, continu- 30 - 500 bar
ously adjustable

Hydraulikdl-Férdermenge /
Oil pump
Hydraulikél-Fullmenge /
Hydraulic oil tank capacity

Einfachwirkend (Werkzeug mit
Federrlckzug) / Single acting . .
(tool with spring back)

Einfachwirkend mit Klemmstu-
fe / Single acting with clamping .
stage

30-500bar 30-500bar 30-500bar 30-500bar 30-500 bar

Wabhlschalter Einzelhub - Dau-
erhub / Selective switch single o o .
stroke - continuous stroke

Dauerhub (Hibe/min) /
Continuous stroke (strokes/min)

3 Ph 3Ph 3 Ph 3 Ph 3 Ph
50-60 Hz 50-60 Hz 50-60Hz 50-60 Hz

Nennleistung /
Nominal capacity

Steuerspannung /
Control voltage
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